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We founded on Anakon that Acoustics is the science of sound and
a branch of physics. The scope of acoustics is not limited fo
phenomena that can be heard by humans and animals, it also
includes phenomena with frequencies so low (infrasound) or so high

(ultrasound) that cannot be heard by a normal person. Acoustics
are fundamentally important to learning environments. Learning is
intrinsically  linked  with  communication, and aural (sound)
communication is  acoustics.  Similarly, learning is  about
concenfration, and external noise is a major distracting factor in
education. Anakon belief that ceiling and acoustics should be

sustainable, surprisingly functional and remarkably beautiful. Anakon

designs, produces and markets functional ceiling and acoustical
panels that meet the contemporary expectations of architects,
engineers and builders — without compromising tomorrow's safety
and environmental standards.For us, the Anakon brand is our
perception of what we do, what we stand for, and what makes us
relevant. Our mission is to change the world for the befter. A
conversation between two students excels into briliance, a business
meeting gone right leads fo new potential or leaders of nations
coming to an agreement that matters to the world — all thanks to
restful acoustics in residential buildings, industrial premises and public
spaces.

All  Anakon products are high quality, patented, eco friendly

and comes at an affordable price.

.



Our Motive:

Anakon —the choice for your work space solutfions.

Objective: To become the leading construction firm, while delivering projects that consistently exceed international standards and
provide exceptional customer satisfaction. To continually deliver excellent value & innovative construction solutions fo meet our
clients’ requirements.

Advantage :

We provide solutions for all kind of Acoustic wall panel and ceilingsolutions and we understand the requirements of the clients
better than any oneelse

Scope:

Guided by the Anakon, we have developed processes, analytic tools and management philosophies to make our
business sustainable. We know that transparency and knowledge sharing are essential to this goal. To this end, we work
with third- party certifies to approve our practices and then share those results with the public.

Mision:
Our Mission is to be the World's number one ACOUSTIC AND WALL PANEL manufacturers , with the base set up in India, we also
want to make our country progress at an exceptionalrate

AUTHENTIC, EXAMINED AND TRIED ACOUSTIC AND CEILING AS PER THE STANDARDS

FSC FORESTS FOR ALL

IGBC




METAL CEILING LAY IN

False ceiling of approved materials of size 595x595 mm in true horizontal level,
suspended oninterlocking metal grid of hot dipped galvanized steel sections
( galvanized @ 120 grams/ sgm, both side inclusive) consisting of main “T"
runner with suitably spaced joints to get required length and of size 24x38 mm
made from 0.30 mm thick (minimum) sheet, spaced at 1200 mm center to
center and cross “T" of size 24x25 mm made of 0.30 mm thick (minimum)
sheet, 1200 mm long spaced between main “T" at 600 mm center to center
to form a grid of 1200x600 mm and secondary cross “T" of length 600 mm and
size 24x25 mm made of 0.30 mm thick (minimum) sheet to be interlocked at
middle of the 1200x600 mm panel to form grids of 600x600 mm and wall angle
of size 24x24x0.3 mm and laying false ceiling tiles of approved texture in the
grid including, required cutting/making, opening for services like diffusers,
arills, light fittings, fixtures, smoke detectors etc. Main “T” runners to be

suspended from ceiling using Gl slotted cleats of size 27 x 37 x 25 x1.6 mm

fixed to ceiling with 12.5 mm dia and 50 mm long dash fasteners, 8 mm dia

fully threaded hangerrod spaced at 1200 mm center to center along mainT,

bottom exposed width of 24 mm of all T-sections shall be pre-painted with Product Data
polyester paint, all complete for all heights as per specifications, drawings
and as directed by Engineer-in-charge. Gl Metal Ceiling Lay in perforated Core AL/GI
Tegular edge global white color tiles of size 5925x595 mm and 0.5 mm thick Thickness (mm) 05,0.6,07
with 8 mm drop; made of Gl sheet having galvanizing of 100 gms/sgm (both Size (mm) Lay in: 595X595/1195
sides inclusive) and 20% perforation area with 1.8 mm dia holes and having 600x600/1200 X300
NRC (Noise Reduction Coefficient) of 0.5 with special Anti-rust and Bio Guard Density (kg/m3) 785
Antimicrobial Coating used to prevent the tile from bacteria and fungi, Weight tkg/m2) 1-4
electro statically polyester powder coated of thickness 60 microns Fire (Class) A
(minimum), including factory painted after bending and perforation, and NRC 077009
backed with a black Glass fiber acoustical fleece. gila 0812151825
imate (C,RH) 50, 95

Light (73) 8

Green (VoC, RC%) Low, 25

Warranty (Years) 5

Maintenance Brush, wipe, Vacuum




Product Data
Finish Metal Clip-in
ore AL/GI
05,06,07

Thickness (mm)

Size (mm)

Clip in: 600x600/1200X300

Density (kg/m3)

785

Weight (kg/m2) 1-4
Fire (Class) A
NRC 07T0 0.9
Dia 0.8,12,15,18,25
Climate (C,RH) 50,05
Light (%) 78
Low, 25

Green (VoC, RC%)

Warranty ( Years)

5

Maintenance

Brush, wipe, Vacuum

METAL CEILING CLIP IN

Clip in Metal Ceiling System of 600x600 mm module which includes
providing and fixing 'C' wall angle of size 20x30x20 mm made of 0.7 mm
thick pre painted steel along the perimeter of the room with help of
nylon sleeves and wooden screws at 300 mm center to centre,
suspending the main C carrier of size 10x38x10 mm made of G.Isteel 0.7
mm thick from the soffit with help of soffit cleat 37x27x25x1.6 mm, rawl
plugs of size 38x12 mm and C carrier suspension clip and main carrier
bracket at 1000 mm c/c. Inverted triangle shaped Spring Tee having
height of 24 mm and width of 34 mm made of Gl steel 0.45 mm thick is
then fixed to the main C carrier and in direction perpendicular to it at
600 mm centers with help of suspension brackets. Wherever the main C
carrier and spring Thave to join, C carrier and spring T connectors have
to be used. All sections to be galvanized @ 120 gms/sgm (both side
inclusive), fixing with clip in files into spring 'T" with Metal Ceiling Clip in
backed with rock wool and 20% perforation area with 1.8 mm dia holes
controlling the NRC of 0.8 with size 600x600 and 0.5 mm thick with 25 mm
height, and having electro statically polyester powder coated of
thickness 60 microns (minimum), including factory painted after
bending.




CALCIUM SILICATE CEILING

False ceiling at all heights with integral densified calcium silicate perforated
tile with fibre and natural filler false ceiling of Size given below of approved
texture, design and patterns having NRC (Noise Reduction coefficient) of
0.90 (minimum) as per IS 8225:1987, Light reflectance of 85% (minimum). Non-
combustible as per BS:476 (part-4), fire performance as per BS:476 (part 6 &7),
humidity resistance of 100%, thermal conductivity <0.043 W/m K as per ASTM
518:1991.in frue horizontal level suspended on interlocking metal T-Grid of hot
dipped galvanised iron section of 0.33mm thick (galvanized @ 120 grams per
sgm including both sides) comprising of mainT runners of size 24x38 mm of

length 3000 mm, cross - T of size 24x32 mm of length 1200 mm and secondary
intermediate cross-T of size 24x32 mm of length 600mm to form grid module of

size 600 x 600 mm, suspended from ceiling using galvanised mild steel items
(galvanizing @ 80 grams per sgm) i.e. 50 mm long, 8 mm outer diameter M-6
dash fasteners, 6 mm dia fully threaded hanger rod . Wall angle of size
24x24x0.40 mm of length 3000 mm to be fixed on periphery wall / partition with
the help of plastic rawl plugs at 450 mm center to center and 40 mm long dry
wall S.S screws. The work shall be carried out as per specifications, drawing
and as per directions of the Engineer-in-Charge. With 8 -10 mm thick tegular
edgedlight weight calcium silicate perforated false ceiling tiles

Product Data

ore

Calcium silicate

Thickness (mm) 8,10,
Size (mm) Tile: 595x595
Grid 7 Colour 15/24 - Black / White

Density (kg/m3)

800

Weight (kg/m2) 2.6.9.10
Fire (Class) 1&P

NRC Upto 0.9
Dia 3.6,810,12
Climate (C,RH) 50,70

Light (%) 75

Green (VoC, RC%) Low, 25
Warranty ( Years) 5

Maintenance

Brush. Wipe, Vacuum




Product Data

ore

Mineral Content

Thickness (mm)

15, 16, 20, 25

Size (mm) 595x595, 595x1195
Density (kg/m3) 120

Weight (kg/m2) 1524390

Fire (Class) 1&P

NRC (15mm) upto 0.7

Thermal (W/mk) 0.066

Climate (C.RH) 40, 99

Light (%) White 85,

(Black: Low light reflectivity)

Green (VoC, RC%)

Low, 35

Warranty ( Years)

5

Maintenance

Brush, wipe, Vacuum

MINERAL FIBER CEILING

Mineral Fiber Acoustical Suspended Ceiling System Micro look/Square edge

A tilewith12-15-16-20mm grid. The tiles should have Humidity Resistance (RH)

of 90-99%. NRC 0.65, Light Reflectance >84% with Fire Resistance as per BS476
(Part 6 & 7) in module size of 525 X 595 X 15 mm. The grid should be 15 mm wide
T sections i.e. the Main Runner 3000mm in web height of 38 mm, 1200 mm &
600 mm Cross Tees in web height of 26mm, to comprise main runner spaced
at 1200mm centres securely fixed to the structural soffit using suspension
system at 1200mm maximum centre. The First/Last suspension system at the
end of each main runner should not be greater than 450mm from the
adjacent wall.  Flush fitting 1200mm long cross tees to be interlocked
between main runners at 600mm centre to form 1200 x 600 mm module. Cut
cross tees longer than 600mm require independent support. 600 x 600mm
module to be formed by fitting 600mm long flush fitting cross tees centrally
between the 1200 mm cross tees. Perimeter trim to be wall angles of size
3000x19x19mm, secured to walls at 450 mm maximum centres and as per the
drawing and the work complete in all respects to the satisfaction of Engineer
in-charge. Accessories supplied by Hilti consisting of HLC Sleeve Anchor
Fasteners of thread size 6.5mm x 25/5 with Soffit Cleat made of Galvanised
steel of size 27 x 37 x 25 x 1.6mm and Level Clip in dimensions of 85x30x0.8mm
with 4.00 mm Gl wire.




OREO METAL MESH

Specified for many iconic building around the world, Expanded oreo Metal
Facade Mesh/Sunscreen Mesh has become a critical tool for the architect
and designers, not only practical but eye-catching and kinder on
environment too.

The structure of Expanded Oreo Metal Facade Mesh/Sunscreen Mesh aides
the disruption of sound waves, deadening noise and reduction of echo.
These practical features of the materialin conjunction withits already proven
architectural features make it perfect both for decorative ceiling tiles and
acoustic panels and are chosen by designers and architects for their beauty
and striking appearance.

FEATURES AND BENEFITS

* Innovative and decorative patterns

* Aesthetic appedl

* Prevents glare of Suns

* Reduces solar gain by blocking sunrays
* Allows passage of air

* Reducesnoise

* Attractive look

*Resistance to highwind load

* Semitfransparent

USAGE & ARCHITECTURAL APPLICATIONS
* Cladding to exterior walls

* Building facade

» Externalandinternal ceiling

* Decorative and acoustic panels
 Sunscreen over window and door frames
* Sighage and advertising

e Partition walls

* Staircase railing
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OPEN CELL CEILING

Aluminium, open cell ceiling in approved color comprising of main and
auxiliary profiles of size 9x38x2000mm, made up of 0.05 - 0.07mm thick
aluminum sheet, having 100% humidity resistance and fire performance
Incombustible as perBS 476, part 4, with the male slotsin main & female slotsin
auxiliary profiles at every 100mm distance, fixed with each other, in such a
manner that it willmake a module of 2M x 2M having cells of size 100x100mm,
hanged to the roof with the help of hanging part connected at every 2M in
module, dash fastener fixed in roof and émm threaded rod attached with
fastener at one end and hanging part at another. Required nos. modules will Ty €S 2

be made and aftached to each other by the means oflocking system :

provided at the end of each profiles to complete the required area. Edges

should be covered by wall angles of same finish as files, of size 19x19x3000mm. x e
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Product Data

Finish Metal TR, WD, T, T T D S e ey sy ey AW WA
Core AL/GlI PR PR PR T TR W e e ey sy ey Ry P SN O A
Thickness (mm) |05, 0.6, 0.7 H,\“,_F,_.‘-F—:_,HE T . m::::_.&,-:' -~

Density (kg/m3) [2600-2800
Weight (kg/m2) |115

Fire (Class) 1&P
Climate (C,RH) 40,70
Light () Shade dependant

Green (VoC, RC%) |Low, 25
Warranty ( Years) |5

Maintenance Vacuum, Brush, Wipe




SOUND ABSORB CEILING

/ \ Suspended Ceiling System with
Edge Tiles With 15mm Exposed Grid. The tiles should have Humidity

(RH) of 95%, NRC 0.9 - 1.0, Light Reflectance 285%, Colour White,
Performance UK Class 0/ Class 1 (BS 476 pt - 6 &7) in module size of 600 x 600 x
20mm, suitable for Green Building application, with Recycled content of 66%
GW & 74% RW. The tile shall be laid on Silhouette profile grid system with 15mm
white flanges incorporating a 6mm central reveal in white/black colour and
with a web height of 45mm and a load carrying capacity of minimum 15.48
Kgs/m?with a minimum pull out strength of 100 kgs. Silhouette, Main Runners &
Cross Tees to have mitred ends & "bird's mouth” notches to provide mitred
cruciform junctions. The T Sections have a Galvanizing of 20 grams per M2
and need to be installed with Suspension system of approved make. The Tile &
Grid system used together should carry a 10 year warranty. INSTALLATION: To

main runner spaced at 1200mm cenftres securely fixed to the
structural soffit using suspension system (specifications below) at 1200mm
maximum centre.
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Thickness (mm) 12,15, 20

Size (mm) 595X595, 595x1195

Density (kg/m3)

Weight (kg/m2) 1.8, 2.4, 3.0

Fire (Class)

NRC (15mm) upto 0.9

Thermal (W/mk) 0.066

Climate (CRH) 40, 95

) White 85,

Light (%) (Black: Low light reflectivity)
\ / Green (VoC, RC%) Low, 35

Warranty (Years) 5

Maintenance Brush, wipe, Vacuum


























































